
•  AAF optimized pleat 
   pack uses 100% of  
   the media

•  Enhanced filter 
    construction is perfect  
    for pulse cleaned  
    applications

The NEW REDClean™ Cartridge
Advanced Filtration Technology

The REDClean™ Lineup

AAF Optimized Pleat Design

AAF’s extensive development program has perfected our filter 
construction by combining advanced subtrates with our range of 
special medias and coatings to create an unbeatable blend.

N - Industry-leading nano fiber technology, MERV 15, highest efficiency 
with the lowest pressure drop

NFR - Industry-leading nano fiber technology, MERV 15, highest 
efficiency with the lowest pressure drop, with flame retardant finish

D - Industry standard media blend synthetic/cellulose, MERV 11, 
medium efficiency applications

DFR - Industry standard media blend synthetic/cellulose, MERV 
11, medium efficiency applications, with flame retardant finish

SA - Blend of high strength synthetic reinforced base media, 
antistatic finish, MERV 11

M - Washable synthetic glass blend, MERV 11, excellent 
resistance to humidity, higher temperatures

S - High strength spunbond polyester media, MERV 11, 
exceptional resistance to abrasion, temperature and humidity

The AAF optimized pleated cartridge designs use 100% of the media  
when operating, creating an efficient filter that runs at the expected  
air-to-cloth ratio with the expected results.

The lower image, figure 1, highlights what occurs when a cartridge 
is overcrowded with media. Only 50-60% of the media is used, which 
means the air-to-cloth ratio is increased by the same percentage. Higher 
air-to-cloth ratios lead to inefficiencies through more pulsing, shorter filter 
life and higher energy consuption.
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Contact Us Today!
1.800.477.1214

apcsales@aafintl.com
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Optimized Pleat Pack

Over-Crowded Pleat Pack



AAF has a policy of continuous product research and improvement and 
reserves the right to change design and specifications without notice.
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Sales Offices:

Europe, Middle East 
& Africa

AAF Ltd 
Bassington Lane, Cramlington
Northumberland, NE23 8AF UK
Tel: +44 1670 713 477
Email: apc@aafgb.com

AAF, S.A. 
C/ Urartea, 11
Polígono Ali-Gobeo
01010 Vitoria, Spain
Tel: +34 945 214851
Email: info@aaf.es

AAF France
Rue Wiiliam Dian
B.P.3
27620 Gasny, France
Tel: +33 2 32 53 60 60
Email: apc@aaf-sa.fr

AAF Sri
Via Lario, 1
22070 – Fenegrò (CO), Italy
Tel: +39 031 35 25 311
Email: informazioni@aaf-europe.com

AAF Luftreinigungssysteme 
Gesmbi-i
Campus 21
Europaring F12 401
2345 Brunn am Gebirge, Austria
Tel: +43 (0) 2236 677 628 0
Email: Info.Austria@aafeurope.com

AAF International B.V.
Sales Benelux
P.O. Box 101
7800 AC EMMEN, The Netherlands
Tel: +31 (0)591 66 4466
Email: aaf.verkoop@aafeurope.com

AAF – Lufttechnik Gmbi-i
Centroalle 263 b
D 46047
Oberhausen, Germany
Tel: +49 208 828423 0
Email: sales.germany@aafeurope.com

AAF – Environmental Control Epe
1, Ifaistou & Kikladon
15354- Glika Nera, Greece
Tel: +30 2106632015
Email: Greece@aafeurope.com

AAF Hava Filtreleri ve Ticaret AS
Hürriyet Mahallesi
Yakac1k D-100 Kuzey Yan Yol No: 49/1-2
34876 Kartal, Istanbul, Turkey
Tel: +90 216 4495164/65
Email: ali.alp@aafeurope.com

AAF International – Middle East
FZS1BC01-BC04, Jebel Ali Dubai, UAE
Tel: 009714 8894886
Email: info@aaf-ae.com

AAF Saudi Arabia Ltd.
P.O. Box 59336 Riyadh 11525,
Kingdom of Saudi Arabia
Tel: +966 1 265 0883
Email: info@aaf-ae.com

Asia

America Air Filter Manufacturing 
Sdn Bhd
(Asia Regional Office)
Lot 6, Jalan Pengapit 15/19
Seksyen 15 40000 Shah Alam
Selangor Darul Ehsan, Malaysia
Tel: (60) 3 5039 7777 +603 5039 7732
Email: pni_inquiry@aafmal.com

AAF (Wuhan) Co. Ltd., (China HQ)
268 CheCheng Road
Wuhan Economic & Technological
Development Zone
Wuhan, Hubei Province PR,
China 430056
Tel: +86 27 8447 3671 +86 27 8447 3672
Email: enquiry@aafwuhan.cn

AAF International (Thailand) Co., Ltd.
100 Moo 4 Soi Namdang – Bangplee 44
Bangkaew Bangplee, Samutprakarn 
10540, Thailand
Tel: +66 2738 7788
Email: aafthailand@aafthailand.com

Daikin Australia Pty Ltd
(AAF Australia & New Zealand Sales Office)
15 Nyadale Road Scoresby Victoria 3179,
Australia
Tel: +61 (0)3 9237 5562
Email: aafapcsales@daikin.com.au

North & South America

AAF International
9920 Corporate Campus Drive, Suite 2200
Louisville, KY 40223-5000, USA
Tel: 1 502 637 0011
Toll Free: 1 800 477 1214
Email: apcsales@aafintl.com

AAF, S de RL de CV
Av. Primero de Mayo No. 85,
Col. San Andrés Atenco,
C.P. 54040 Tialnepantla Edo. 
De Mexico, México
Tel: +52 55 5565 5200
Email: rcruz@aafintl.com

American Air Filter Brasil Ltda.
Rua Cubatão, numero 86, sala 801.
Vila Mariana – São Paulo – SP 
04013-000, Brazil
Tel: +55 11 5567 3028
Email: epires@aafintl.com

Quality, expertise and innovation


